
 

Caractéristiques techniques 

 

Réseau SIGFOX 

Fréquence de mesure du poids 1 mesure / heure 

Fréquence d’envoi des messages 1 envoi / heure 

Autonomie 2 ans 

Alimentation Pile AA 3.6V au Lithium 

Contenu des messages 
Poids de la ruche 
Température de l’air ambiant 

Antenne déployable Oui 

Plage de mesure du poids 0kg-300kg 

Rupture du capteur 900kg 

Dimensions de la balance 50cm x 43cm x 14cm 

Matériau châssis Acier 

Visserie INOX 

Poids de la balance 6.9kg 

Etanche Oui (IP67) 

Précision de la mesure de poids +/- 20g 

Accessoires 
Cordon antenne (fourni) 
Pile AA (fournie) 
Support d’antenne (non fourni) 
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Technical characteristics 

 

Network SIGFOX 

Weight measurement frequency 1 measure / hour 

Scales radio message rate 1 message / hour 

Autonomy 2 years 

Power supply AA Lithium battery 3.6V 

Data sent by the scales 
Beehive weight 
Ambient air temperature 

Deployable antenna Yes 

Weight measurement spread 0kg-300kg 

Sensor break load 900kg 

Scales size 50cm x 43cm x 14cm 

Frame material Steel 

Screws INOX 

Scales weight 6.9kg 

Water resistant YES (IP67) 

Weight measurement accuracy +/- 20g 

Accessories 
Antenna cable (provided) 
AA 3.6V battery (provided) 
Antenna bracket (not provided) 
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